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INJECTION BLASTING CABINET

Technical specifications 1000 1250 1500
Internal dimensions (usefull) W x D x H mm 995 x 645 x 705 1235 x 765 x 810 1490 x 1130 x 1030

External dimensions (over-all) W x D x H mm 1070 x 1100 x 2200 1300 x 1125 x 2195 1600 x 1700 x 2480

Door opening H x W mm 710 x 605 810 x 725 2x H 1000 x W 1000

Working height mm 1000 920 830

Grid load kg 150 250 500

Grid thickness mm 2 2 4

Exhauster                          Capacity 
                                          Delivery
                                          Pressure

kW
m³/min.

Pa.

0,37
15
600

0,37
15
600

1,1
25

1550

Compressed air consumption 6 Bar L/min. 480 480 900

Pressure gauge S S S

Pressure regulator S S S

Semi-automatic water separator S S S

Nozzles in Tungsten Ø mm 6 6 8

Main voltage 230 V - 50 Hz - 1 Ph 230 V - 50 Hz - 1 Ph 230 V - 50 Hz - 1 Ph

TL-lighting W 18 30 3 x 30

Suited for all light abrasives S S S

Weight of the machine ± 200 ± 270 620

Painting RAL 7035 for the machine
5002 for the loose parts

7035 for the machine
5002 for the loose parts

7035 for the machine
5002 for the loose parts

Plate thickness mm 2 2 2

Certificates CE CE CE

Accessories    S = Standard      O = Available at extra charge      - = Not available

Foot pedal S S S

Safety door switch S S S

Compressed air gun S S S

Removable manual rotating table O O O

Manual rotating table on track + (un)loading table O O O

Adjustable gun support O O O

Lateral transit O O O

Driven revolving drum O O -

High capacity blasting gun O O S

Special dimensions available on request. Options available on request. Barring changes.

An efficient system, simple to operate, no environmental hazards with unlimited possibilities.
Fast and cost effective method of de-scaling, decarbonizing, removing paint, de-oxydizing, 
frost, satin, finish, reconditioning, etc. metal or plastic parts.

Type 1000 Blasting and compressed air gun Option rotating table on 
track + (un)loading table

Type 1500
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